
PUMP 3:1 OIL STUB 22 L/MIN FREE FLOW

Part No
22810
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TECHNICAL DATA

PUMP 3:1 OIL STUB 22 L/MIN FREE FLOW

Low Pressure Pump. For the smaller oil distribution system and lower vicosity oils. Suitable for connection to a bulk tank or drum.
Remote stub pump version can be wall or floor mounted. Double acting air operated pump for oil and non-corrosive liquids. Includes a
bung adapter G2" (m).

TECHNICAL DATA

Part No 22810

Ratio 3:1

Capacity 22 l/min free flow

Air connection 1/4" (F) BSP

Maximum air pressure 1 (10) MPa (bar)

Recommended air pressure 0,3 (3) - 0,5 (5) MPa (bar)

Inlet 3/4" (F) BSP

Outlet 3/4" (F) BSP

H.S. Code 84135069
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RELATED PRODUCTS

PART NO DESCRIPTION

28594 Bung adaptor G2"(m)-Ø34(f)

28354 Distribution kit IBC 3:1 pump 22810 and meter

28330 Distribution kit 2 M

28357 Distribution kit IBC side mounting,

28332 Distribution kit 6 M

28331 Distribution kit 4 M

28356 Distribution kit IBC 3:1 pump 22810 with hose reel and meter
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