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GENERAL /| ALLMANT / GENERALITES

ASSEMBLY

1. Place the two upper side supports (1) on the floor in vertical position
(see fig. 1).

2. Place the upper hose reel support plate (2) on the said supports and

fasten it with screws.

3. Place the two lower side support on the floor in vertical position and
screw the support (4) (see fig. 2).

4. Place and screw firmly the upper assembly to the lower one (see fig.

3).

5. Once the fluid pipes ar installed, place the tool holding panels (5) on
the sides of the upper and lower supports.

6. Place the accessories (6 and 7) (fig. 4).
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MONTERING SE

Stall upp de gavlarna (1) pa golvet (fig 1).

Lagg pa monteringsplattan (2) for slangupprullarna pa benen och
skruva fast.

Stall upp benen (3) och 1agg pa stddet (4) och skruva fast. (fig 2).
Lyft upp gavlarna och monteringsplattan pa benen och stodet (fig 3).

Nar all rordragning &r klar, montera verktygstaviorna pa benen och
gavlarna.

Montera ev. tillbehdr (6, 7) (fig 4).
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TECHNICAL DATA / TEKNISKA DATA / DONNEES TECHNIQUES

92150 92152
X= 1545 mm 1970 mm
For reels / for rullar ORK, ORM, ORS ORK, ORM, ORS & CRO
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